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Implementation and Service Release Notes
Octel 100 Version 3.2

Enclosed is Octel 100 Version 3.2 Beta. This note includes important information
regarding the enclosed software and documentation.

Getting Started with the Octel 100 System

The Implementation and Service Manual is designed to walk you through the steps
necessary to set up and maintain an Octel 100 system at a customer site. Collectively,
the steps presented in the manual allow you to effectively implement different types and
sizes of Octel 100 systems and minimize the time necessary for supporting those
systems after they are implemented. If you are upgrading from a previous version,
please see the upgrade note that you received with the Octel 100 3.2 software.

The Feature and Functionality Introduction worksheet provides an overview of the
messaging system features. See Chapter 1, “Implementation and Service Overview,” for
important information on using both the manual and the variety of other information tools
available to you, such as the online help. See Chapter 4, “Understanding the Installation
Process,” for a high-level overview of the basic steps you must complete to get the
system up and running. Subsequent chapters of the Implementation and Service Manual
detail this high-level overview and provide additional information on setting up and using
system features including the automated attendant, subscriber mailboxes, and system
reports.

To properly complete the installation and implementation process, there are utilities such
as the Integrator, which integrates the Octel 100 system with the site’s phone switch, you
may need to run even if the Octel 100 software was preinstalled. It is very important that
you run the utilities; otherwise, the system may not operate as expected. See the
Installation Checklist provided with the system and Chapter 4, “Understanding the
Installation Process,” for additional information on what utilities you must run to complete
the installation process.

Octel 100 Software and Documentation Issues

Note the following important Release 3.2 considerations:

• The Call Educator tutor, when enabled on the General Parameters tab in System
Setup, voices the first time subscribers log into their mailbox and references a
Subscriber’s Guide. Subscribers should reference the Quick Reference Guide for
information on using Octel 100 features.

• There is an issue with distribution lists that are nested within other distribution lists.
When you delete a nested distribution list from a list, then review the contents of the
edited list, the entry after the deleted nested list is not voiced though it is still in the
edited list. The system corrects itself when you exit, go back in, then review the
contents of the list you previously edited. An example scenario is as follows:  You
have distribution list 2 that includes mailbox 101, distribution list 4, distribution list 5,
mailbox 403, and mailbox 305. You delete distribution list 5 from distribution list 2.
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You review the contents of distribution list 2. The system indicates that list 2 includes
mailbox 101, distribution list 4, and mailbox 305. Even though list 2 still includes
mailbox 403, this entry is not voiced. You exit the system and go back in. You
review the contents of list 2. The contents are correctly stated as mailbox 101,
distribution list 4, mailbox 403, and mailbox 305.

• When the system performs an unsupervised transfer from a voice to a fax channel,
there is a possibility that the phone switch to which the Octel 100 system is
connected may not require as much time as the system allows to perform the
transfer. In this case, it is possible for an incoming call to come in on that voice
channel before it goes back on hook. When this occurs, the caller hears no greetings
or prompts until, after approximately 30 seconds, the system voices, “Goodbye,” and
hangs up. If this occurs, the G34 parameter in the SET_UP.CFG file should be
lowered. For information on modifying this parameter setting, contact a technical
support representative.

• When a subscriber uses the message locator feature to locate a message sent to a
particular mailbox, the system is currently voicing messages sent to the mailbox
specified, as expected. However, it is then voicing all other messages the subscriber
sent to mailboxes on the system, as it would if the subscriber had pressed <#><#> to
locate all messages sent.

• When installing a new system at a customer site, verify that all voice and fax boards
are properly seated in the PC, especially if the Drop-n-Tell indicator indicates that
the unit may have been jarred during shipment.

• It is strongly recommended that all sites run the Graham Utilities HPFSDfrg program
at least once a week. For information on installing Graham Utilities and setting up
the program to run the HPFSDfrg program automatically, see Chapter 6, “Installing
the Software,” in the Implementation and Service Manual. Note that Graham Utilities
is preinstalled on all turnkey systems and necessary modifications are pre-made to
the RUNVM.CMD file so the program can be run automatically on a weekly basis.
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