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1.01 This section describes the procedures to 
be followed in applying and maintaining 

the recommended non-wax Anti-Slip Floor Finish 
on asphalt tile, linoleum, rubber and vinyl 
floor coverings. 

1.02 It is reissued to recommend a new improved 
cleaner, Siquid Floor Cleaner, as a com- 

panion item, and to make general revisions as a 
result of field experience. 

1.03 Anti-Slip Floor Finish is a water emulsion 
of plasticized resinous materials which 

provides a readily renewable protective coat- 
ing of greater slip resistance than floor waxes. 

1.04 Anti-Slip Floor Finish requires special 
care in its initial application to ensure 

an anti-slip surface. It is essential that all 
previously applied wax be removed from the floor 
by thorough cleaning. It is also important that 
any residues from the cleaning solution be thor- 
oughly rinsed from the floor with clean warm 
water. Failure to remove old wax will result 
in a slippery floor. Residues of wax or alka- 
line cleaners are apt to produce a poor bond 
between the floor and the finish with subsequent 
excessive scratching and powdering. 

1.05 Anti-Slip Floor Finish and floor waxes 
should not be used on different parts of 

the same floor, or in adjacent rooms, in so far 
as practicable, because of the contrasting slip 
resistance and the liability of tracking wax 
over on to the anti-slip finish. 

2. TOOLS AND MATERIALS 

2.01 To obtain satisfactory results with Anti- 
Slip Floor Finish it is essential that 

Liquid Floor Cleaner be used ta prepare the 
floor regcirdless of the type of flooring. 

2.02 Preparation of floor: 

Container for cleaning SOlUtion 
Container for rinse water 
Container with wringer for dirty solution 
mopped up from the floor. 

Mops, as follows: 

Mop for applying and picking up cleaning 
solution 
Mop for rinse water 
Floor polishing machine (small, medium or 
large size two brush type) equipped with 
scrubbing brushes, or deck scrub brushes 
for small areas 
Liquid Floor Cleaner 
Putty knife 
Cellulose sponge for wiping spatterings 
from surbases, furniture bases, etc. 
Water, preferably warm 
Caution signs 

2.03 Application of Anti-Slip Floor Finish: 

Pail and wringer or mop tank 
Mop reserved for Anti-Slip Ploor Finish 
Anti-Slip Ploor Finish 
Caution signs 

3. PREPARATION OP FLOOR 

3.01 Caution signs reading. .CAUTION - FLOOR 
BEING CLEANED,' are placed where they will 

prevent persons from inadvertently walking upon 
the met floor. 

3.02 Procedures to be followed in mopping and 
scrubbing are given in Bell System Prac- 
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tioes. Seotion H51.107, Floor Mopping and Scrub- 
bing. Hovever, certain details and precautions 
should be observed to obtain best results with 
Anti-Slip Floor-Finish. These are outlined in 
the following paragraphs. 

3.03 Stri~~inrr Previously Waxed Floor: Machine 
scrubbing of old floors that have been 

previously waxed, or new floors with factory 
finish, is necessary before initial application 
of Anti-Slip Floor Finish to ensure removal of 
all previously applied wax or factory finish. 
Liquid Floor Cleaner is diluted in the ratio of 
one part cleaner to 10 parts of moderately hot 
water, about 130°F. Spread the cleaning solution 
over an area of approximately 200 square feet 
of floor space per man. Avoid the application 
of exoessive amounts of cleaning solution to 
prevent possible action on the seams of the 
floor Covering. Allow cleaner to remain in 
contact with floor for about 3 minutes to permit 
softening and emulsification of the old wax 
film. Scrub thoroughly with floor polishing 
machine. Pick up and rinse as described in 
Paragraph 3.05. 

3.04 Stripping Floor Previously Maintained with 
Anti-Slip Floor Finish: Periodically it 

becomes advisable to completely remove old 
Anti-Slip Floor Finish to get a fresh start. 
Liquid Floor Cleaner is diluted in the ratio of 
one part cleaner to 16 parts of moderately hot 
water, about 130DF. Spread the cleaning solu- 
tion over an area of approximately 200 square 
feet of floor surface per man. Allow cleaner 
to remain in contact with floor !or about 3 
minutes to permit chemical action to loosen the 
finish. Mop scrub or scrub with floor polishing 
machine. Pick up and rinse as described in 
Paragraph 3.05. 

3.05 Pick UD and RinsinR: Pick up the dirty 
cleaning solution with the mop used for 

applying the cleaning solution and wring into 
the separate waste container. The dirty solu- 
tion should be picked up so that the floor ap- 
pears clean and nearly dry. Using the rinsing 
mop thoroughly rinse with clean warm water, at 
least two times to remove all traces of old wax 
and cleaning material. Wring dirty rinse water 
into the waste container. Dry floor as much as 
possible with the wrung rinsing mop. 

3.06 When the floor has dried. examine the 
Surface to be Sure that no wax is present 

as evidenced by high lights, i.8.. streaky or 
spotty sheen areas when viewed toward light. 
However. when the floor is being reconditioned 
after resin has previously been used, there is 
no need to remove all traces of the old resin 
film. 

3.07 In cutting over an old floor from wax to 
anti-slip, there may be wax in the pores 

of the floor even though there is no visible 
Surface evidence. Under these conditions ini- 
tial applications of Anti-Slip Floor Finish may 
not have maximum bond and anti-slip properties. 
It will be found that these properties in most 
cases improve with subsequent routine strippings 
and anti-$lip reapplications. This may also be 
true of new floors where special attention may 
be necessary to ensure complete removal of fac- 
tory finish. 

4. APPLICATION OF ANTI-SLIP FLOOR FINISH - 
4.01 Caution signs should remain in place while 

the anti-slip floor treatment is being ap- 
plied to warn occupants against the possibili- 
ties of slipping on the wet floor. 

4.02 Where practicable, begin applying the fin- 
ish at the point farthest from the exit 

and work toward the exit. It is important that 
the anti-slip finish be applied thinly and even- 
ly. 

4.03 Apply the finish in full strength, i.e., 
as received. Apply with a thoroughly 

clean mop which has been immersed in clean water 
and wrung as dry as possible with a mop wringer. 
Mops which have been previously used for applying 
wax must not be used for applying anti-slip 
finish. A separate mop is specially reserved 
for this purpose. 

4.04 Pour the finish from the container into a 
clean pail, equipped with a wringer. Fill 

the pail about one-third full unless a smaller 
quantity is sufficient for the Job at hand. Dip 
the dampened and wrung mop into the finish and 
then wring it sufficiently so that it will not 
drip. Apply the finish to the floor using side 
to side or forward and back strokes as required, 
carefully spreadingthe finish thinly and evenly. 
Do not attempt to respread the finish while it 
is drying. 

4.05 Allow at least 20 minutes for drying be- 
tween coats. For initial applications 

apply two coats. If the floor is porous a 
third coat may be necessary. While coverage 
will vary somewhat with the person applying the 
finish and the porosity of the floor, normal 
coverage is about 1500 sauare feet per gallon 
of finish for a two coat application. 

4.06 On the second and third coats do not apply 
the finish closer than six inches to sur- 

bases of walls and columns, or to filing cabi- 
nets resting directly on the floor, or to simi- 
lar permanently placed equipment or furnishings. 
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